
DEUTSCH CONNECTOR HARNESS INSTALLATION NOTES AND TROUBLE SHOOTING
For TR-H10, TR-H10ANTIFLICKER, TR-DUAL-ADAPTER, and TR-H16ANTIFLICKER adapter harnesses.

Because of different variations in vehicle wiring from the factory, the pins on your Deutsch connector may need to be switched if 
your LED light is not turning on when plugged in.   With factory halogen fog lights, the location of the positive and negative wires 
in the factory plugs does not matter.  However, for an LED light, they are sensitive to the polarity of the plug.   Ford Super Duty 
trucks for example, have the wiring in the factory plug differently in years 1999-2003 and 2004-2022.  Even then, we still find some 
Super Duty trucks with wiring switched.

Switching the pins is very easy with a small pick or flat screwdriver:
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Step 1:
Slide a small flat screwdriver be-
tween the plastic end cap and plug.  
It snaps into place, so pry up gently 
to release. (green or orange cap 
depending on plug)

Step 2:
Inside the plug, there are two 
small tabs that lock the metal pins 
in place.  Using the small pick or 
screwdiver, you can release the 
pins and pull them out of the back 
of the plug.

Step 3:
Simply change the position of the 
wiring in the plug from one side to 
the next and push it back in until 
it clicks.  Insert the cap removed 
from step one by pushing back into 
place to secure the metal pins.

If you have any questions about this process, please email Sales@KDfabworks.com for help.


