FABWORKS

Installation Instructions: TR-0007

v/ 99-16 Ford Super Duty
/ Dually Adapter Brackets

The TR-0007 Bracket Kit allows you to mount a Dually LED light in place
of the factory fog lights. Easy, no-drill brackets mount to existing
fog light brackets using supplied hardware, and re-using the existing
adjuster screw.

Kit Contents:

Pair of light brackets

(4) 6mm Stainless Button Head Bolts
(8) Stainless Washers

(4) 1/4" Black Nylon Washers

(2) 5mm Nyloc Nuts

(2) 5mm Stainless Washers

(2) TR-H10 Adapter Harnesses

1. After removing the factory fog lights from the bumper of the vehicle,
measure the distance between the lower tab on the OE light, and the
mounting surface on the plastic OE bracket. This measurement will
help to install the new KD Fabworks brackets near the same location
as the OE light, allowing for minimal adjustment after installation.

2. Remove the OE fog light by removing the two plastic fasteners at
the top of the light where it meets the bracket. A small screw driver
works well to undo the center pin of the fastener.

3. Unscrew the adjuster screw from the square plastic adjuster nut so
that you can collapse the tabs on either side, releasing the lower \ .
attachment point on the ||ght [[Nylon'washergoes'between KD Fabworks bracket,

4. Attach the Dually light to the KD Fabworks bracket using the hardware [ DN Gitt Gl CRUIIGRERAN \ \
included with the light, leave snug at this time. Photo 1

5. Attach the top tabs of the KD Fabworks bracket to the tabs of the OE bracket with the supplied stainless button head
bolts, washers, and nyloc nuts, placing a nylon washer as a spacer in between the OE bracket tabs and the tabs on
the KD Fabworks bracket. (see photo 1)

6. Now, attach the lower portion of the KD Fabworks bracket to the OE bracket using the OE adjustment bolt and spring,
secured with a 5mm stainless washer and nyloc nut.

7. Tighten the adjustment bolt and set the distance between the OE plastic bracket and the KD fabworks bracket at the
dimension you recorded from step 1.

8. Re-attach the OE bracket to the bumper, using the supplied TR-H10 adapter harness to plug into your OE fog light
wiring.

9. Make necessary adjustments to the light alignment and tighten down the hardware for the light.

Thank you for purchasing a product from KD Fabworks!
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