
Installation Instructions:  
TR-0028: 2017+ Ford Super Duty
Tow Hook Eliminator Brackets

Kit Contents:
•	 (2)  Brackets
•	 (8)  12mm Bolts
•	 (8)  12mm Nuts
•	 (16)  12mm Washers

1.	 Remove the front bumper by first removing the covers over 
the front bumper bolts around the tow hooks.  Two tabs on 
the top need to be pushed to release the covers.

2.	 Next, remove the two bolts in each fender well that hold the 
bumper supports to the frame.  Passenger side shown in 
photo 2.

3.	 If your truck is equiped with a block heater, disconnect it 
behind the front bumper near the frame on the passenger 
side.  Shown circled in photo 3.

4.	 Unplug the factory fog light wiring harness from the vehicle 
side harness on the inside of the drivers side frame rail, 
behind the bumper.  Shown in photo 4.

5.	 Remove 8 main bumper bolts from the front face of the 
bumper.  A tip to removing them is to back out the bolts 
and leave only a couple of threads engaged in the nut plate 
behind the bumper.  Doing this will prevent the nut plate from 
spinning while you remove the other bolt.

6.	 Carefully remove the bumper off of the frame and set it aside 
protecting it from damage.

7.	 Remove the 4 bolts per factory tow hook and bumper bracket 
assembly.
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8.	 Install the new KD Fabworks bracket as shown using the 
supplied bolts, washers, and nuts.

9.	 Reinstall the bumper onto the truck using the factory 
hardware removed from step 5, and plug in the block heater, 
and fog light wiring harnesses.

10.	 Adjust the bumper to the correct height and side-to-side 
adjustment and secure the bolts for a finished installation!
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THANK YOU FOR PURCHASING A 
KD FABWORKS PRODUCT!


