
4.	 Remove the plastic cowl cover by pulling straight up on the 
cover.   There are several clips holding it in place, so gently work 
your way around it pulling straight up to release. This will come 
off in sections.  Set aside when removed.

5.	 With the cover off, you have full access to the hood hinge 
bolts.  Starting on either the passenger or driver side of the 
truck, remove the rear bolt from the hood hinge.   This is the one 
closest to the windshield.

Installation Instructions:  
TR-0044: 2011-16 Ford Super Duty
A-Pillar Light Mounts

Kit Contents:
•	 (1)  Bracket (Left)
•	 (1)  Bracket (Right)
•	 (2)  Adhesive Rubber Strips
•	 (2) 5/16” Grade 8 Bolts, Washers, Nuts
•	 Instructions

1.	 Put the vehicle in Park and set the emergency brake before 
installing the KD Fabworks brackets.

2.	 Remove the windshield wiper arms from the vehicle by pulling 
the small tab outward on the arm, and pulling straight up while 
rocking back and forth a bit.  If these have never been removed, 
it may take a bit of rocking and pulling to release.

3.	 Raise the hood of the truck and remove the rubber seal that 
spans the width of the plastic cowl cover. 
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9.	 Make any necessary adjustments to the A-pillar mount and 
tighten hardware fully.

10.	 Repeat steps 5-10 for the opposite side of the truck.

11.	 Once bolt A-pillar mounts are installed, you can install your 
lights onto the A-pillar mounts.   It’s easiest to run any wiring 
now before re-installing the cowl cover.   Wire the lights to the 
manufacturers specifications.

12.	 Re-install the cowl cover pieces by clipping them back in place.   
Then re-install the rubber hood seal.

6.	 Slide the corresponding A-pillar mount down into place to test 
fit.  The long extension going between the hood hinge and the 
fender.   The “hook” part wraps around the backside of the hinge, 
with the hole lining up with the bolt location you just removed.  
Make note of where the light mounting location is in relation to 
the fender.   Remove the bracket from the truck, and using the 
supplied adhesive rubber strip,  attach it to the A-pillar mount 
where the bracket met with the fender.   This rubber strip is to 
protect the paint from metal to metal contact from the A-pillar 
mount, and provide some cushion in case of flex.

7.	 Re-install the A-pillar mount onto the hood hinge, and re-insert 
the factory bolt you removed in step 5.  Do not tighten fully at 
this time.

8.	 Install a supplied 5/16” bolt through the forward hole in the 
factory hood hinge, and through the hole in the A-pillar mount.  
Do not tighten fully at this time.
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