
Installation Instructions:  
TR-0047: 2020+ Ford Super Duty
Multi-Light Bracket 

Kit Contents:
•	 (1)  Bracket (Left)
•	 (1)  Bracket (Right)
•	 (1)  Main Center Bracket
•	 (4)  6mm Stainless Steel Button Head Bolts
•	 (8)  6mm Stainless Steel Washers
•	 (4)  6mm Stainless Steel Nyloc Nuts
•	 Instructions

1.	 Begin by making note of how the front bumper is installed on the 
truck, taking measurements of the space between the headlight 
and bumper on each side, and note the side to side fitment.

2.	 Remove the front bumper by first removing the covers over the 
front bumper bolts around the tow hooks.  These snap into place 
into the bumper, and into the plastic center bumper surround.

3.	 Next, remove the two bolts in each fender well that hold the 
bumper supports to the frame.  Driver side shown in photo 2.

4.	 If your truck is equiped with a block heater, disconnect it behind 
the front bumper near the frame.

5.	 Unplug the factory fog light wiring harness from the vehicle side 
harness on the inside of the drivers side frame rail, behind the 
bumper.  

6.	 Remove 8 main bumper bolts from the front face of the bumper.  
A tip to removing them is to back out the bolts and leave only a 
couple of threads engaged in the nut plate behind the bumper.  
Doing this will prevent the nut plate from spinning while you 
remove the other bolt.

7.	 Carefully remove the bumper off of the frame and set it face upon 
a soft towl or blanket to prevent damage.

8.	 Start removing all of the plastic center filler pieces by first 
removing the 6 bolts on the backside of the bumper with an 8mm 
socket; 4 on the bottom, two on the top.  

9.	 Remove the center bumper opening trim piece by removing the 
push in retainers along the top and bottom lip of the bumper 
opening.  You can use a small flat screw driver to pull the center 
pin out, and then remove the fastener.

10.	 With the center trim piece removed, you can now mock up your 
light bar to determine where you need to trim on the plastic trim 
pieces. This will depend on which light bar you are installing, as all 
light bars are slightly different.
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11.	 Begin mock up by attaching the L and R brackets to the light bar. 
The Left and Right are determined by viewpoint in the drivers 
seat of the truck. Snug the mounting bolts for now, but do not 
fully tighten. 

12.	 Reinstall the bumper onto the truck using the two outer bolts 
on each side to hold it in place, positioning it level on the truck. 

13.	 Start the top bolt into the nut plate on both inner nut plates, but 
leave them loose. 

14.	 Install the two side brackets of the KD Fabworks Multi-Light 
Mount.  The slotted open hole goes on the top under the bolt you 
started in step 13.  Install the two factory lower bolts through the 
brackets and into the factory nut plates.  Leave them loose so 
you can slide the brackets left and right for adjustment.

15.	 Install the center mounting bracket between the two side 
brackets using the supplied 6mm bolts, washers, and nyloc 
nuts   The bracket is adjustable up and down depending on 
what lights you have, and what location you need them to be 
positioned.  You can use one of your lights to test fit and get the 
proper adjustment.  Tighten the 6mm bolts and nuts to secure it 
in place. Photo below shows side brackets and center bracket in 
place while bumper is off the truck for reference.

16.	 Center the 3 piece assembly in the opening and tighten the 
factory bumper bolts to hold it securely in place.

17.	 Install the tow hook trim/bumper bolt cover pieces along with 
the center trim by snapping them back into place or connecting 
with the factory plastic pins.

18.	 Reinstall the two fender bolts per side that hold the inner 
fender support to the frame.

19.	 Re-attach any wiring removed from previous steps; block 
heater, OEM fog light harness.

20.	 Install your lights and wire them per the instructions included 
by the manufacturer.
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