
Installation Instructions:  
TR-0051: 2020-2022 Ford Super Duty
Dual Rigid D-Series Light Brackets

Kit Contents:
•	 (1) Left side light bracket
•	 (1) Right side light bracket
•	 (6) 6mm stainless nuts

•	 (2) Support tabs
•	 (2) TR-H10 wiring adapters
•	 Adhesive rubber strip

1.	 Begin by parking the truck on level ground and set the 
emergency brake.  

2.	 Using a 15mm wrench or socket, remove the 4 bolts holding 
the inner fender support brackets in place.   There are two 
bolts on the inside corners of the bumper, and two bolts 
attaching it to the frame.   Remove the bolts and bracket to 
gain access to the backside of the fog lights.

3.	 Unplug the factory fog light harness from the back of the fog 
lights, also removing any retaining clips or push in retainers 
holding the wiring harness to the factory bracket/trim bezel.

4.	 Using a trim removal tool or similar, remove the plastic trim 
bezel around the factory fog light.  The top has clips, the 
bottom portion has plastic tabs that hold it in place.  Do this 
carefully to not break the plastic tabs.   

 
5.	 If your truck was equipped with factory halogen fog lights, 

the fog lights will have come out with the trim bezel.  If you 
have factory LED fog lights, you will need to remove the 
bracket from the backside of the bumper.   Use an 8mm 
socket to remove the bottom two, and top two bolts and 
pull the assembly out of the backside of the bumper. See 
photos 2 and 3.

6.	 With the fog light pockets clear of any factory components, 
you can now begin installing the KD Fabworks brackets 
with Rigid lights.

7.	 Begin prepping the bracket for installation by laying it face 
down on a soft surface to protect the finish.   Using the 
supplied adhesive rubber strips, stick the rubber along 
the edges of the back side of the bracket as shown in the 
diagram below.   You can trim the rubber with a razor blade 
or scissors. See photo 4.
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These TR-0051 light mounting brackets are designed specifically 
for Rigid Industries D-Series lights.  These are a full replacement 
bracket and will work for trucks with halogen foglights and LED 
foglights from the factory.
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8.	 Install the brackets into the bumper from the front.  The top 
two studs will fit into the small slotted tabs in the bumper, 
it may take a bit of wiggling the bracket around to get it to 
start.   

9.	 Once in, start to secure the bracket using the supplied 
washers and nyloc nuts on the top studs only.  DO NOT use 
an impact driver to tighten these nuts.  Only snug them up 
by hand with a 10mm socket and wrench.   DO NOT over 
tighten these bolts as you risk pulling the studs out of the 
bracket.  A tip for stainless steel hardware is to use anti-
seize on the studs and nuts.  This will help to prevent the 
stainless nut from galling and seizing on the stud.

10.	 Place the supplied tab with hole on the lower stud, and 
secure it with a washer and nyloc nut.  Again, do not over 
tighten.  This tab hangs down and sandwiches the bumper 
between the KD Fabworks bracket and the tab.

11.	 Make sure the bracket is level, and lined up before tightening 
the nuts down to secure it in place.    

12.	 Install the Rigid Industries D-Series lights by first assembling 
the mounting bracket and light together.   Make sure that the 
mounting bracket and light are level with each other before 
installing into the KD Fabworks bracket, otherwise the light 
will sit crooked.   Make sure to put the carriage bolt in place 
on the Rigid mounting bracket before getting the mounting 
bracket snug.

13.	 Insert the first Rigid D-series light from the front of the 
bumper and line up the carriage bolt with the slot in the KD 
Fabworks mounting tab.  Get the washer, lock washer, and 
nut started and snug enough to hold the light in place, but 
loose enought to be able to adjust it.

14.	 Repeat the process with the second Rigid D-series light, 
and repeat for the other side.

15.	 Adjust the lights by eye to start with, and then connect one 
set of lights to the factory fog light wiring using the supplied 
wiring adapters, and wire the second set using either the 
harness supplied with the lights, connecting to a factory 
upfitter switch, or wiring the relay to the hi-beams of the 
truck.

16.	 With the lights wired, you can make any final adjustments 
to the aiming of the lights and secure the nuts to lock them 
in place.

17.	 Re-install the bumper support brackets that you removed in 
step 2 to finish up the installation.
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Thank you for supporting small business and 
purchasing a KD Fabworks product! 
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