
1.	 Remove the covers over the front bumper bolts around 
the tow hooks.  These snap into place into the bumper, 
and into the plastic center bumper surround.  This will 
provide access to the underside of the bumper.

2.	 Place the KD Fabworks bracket on the top of the 
bumper to mark the hole locations for drilling.  The 
top bumper step pad is in 3 pieces.  The brackets will 
mount on top of the two outer pieces.  The back of the 
bracket has an angle that matches the back edge of 
the step pad, and line the inside edge of the bracket 
where the pad starts to angle down.  See photos:

3.	 Using a sharpie, or other marking tool, use the small 
notch marks on the KD Fabworks brackets as a guide 
to where to mark your holes.  

4.	 Start with a 1/4” drill bit and drill the two points in 
the step pad.   These holes should line up with two 
slots in the top of the metal bumper.   You are drilling 
through the plastic step pad, and molded plastic 
retaining clips.  The new bolts will replace these clips 
for holding the plastic down.

5.	 Step up to a 5/16” drill bit and drill out the holes to 
the larger size.

KD FABWORKS

Installation Instructions:  
TR-0056: 2020-2022 Ford Super Duty
40" Single Row LED Light Bar Mount

Kit Contents:
•	 (1)  Bracket (Left)
•	 (1)  Bracket (Right)
•	 (2)  Spacers
•	 (4)  5/16” S.S. carriage bolts/washers/nuts

IMPORTANT: Read instructions thoroughly BEFORE you begin 
installation so you are aware of what is required for install.  We 
suggest mocking up light with brackets to verify fitment BEFORE 
drilling.  There are many different single row curved bars on the 
market, and all can be slightly different.



6.	 You will need to make sure the plastic clips are 
removed completely when you drill through.   
Depending on the vehicle, drilling the 5/16” holes 
may remove them completely, or you may need to 
cut them off from underneath using a razor blade, or 
snips. You may also be able to slighly lift up the edge 
of the plastic pad and cut the remaining tab off with a 
razor blade.  Just be careful to not lift up too far and 
break the tabs off the outer edge of the plastic pad, as 
there are others holding it in place.  The metal holes in 
the bumper are slotted left-to-right, so you can even 
slot the holes in the plastic pad a bit to clear out the 
tabs.  This will also help to add some adjustability to 
the light mounts.

7.	 Slide the spacer under the step pad and line up the 
holes.  This spacer provides support between the 
step pad and the top of the bumper.

8.	 Using the supplied 5/16” stainless steel carriage bolts, 
washers, and nuts, loosely secure the light mount to 
the top of the bumper.  Pass the bolts through the 
main bracket, the step pad, spacer, and bumper.  
Secure with a washer, split lock washer, and nut on 
the bottom side. (Baja Designs bracket shown, but 
install is the same)

9.	 Repeat the previous steps for the other side of the 
bumper step pad.

10.	Using the mounting hardware supplied with your 
light, attach the light between the KD Fabworks 
mounting brackets.

11.	With it centered and mounted to the brackets, you 
can now tighten the carriage bolt nuts.

12.	Wire the light to the manufacturers specifications, or 
wire it to one of the factory upfitter switches.
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Please be courteous to other drivers with your 
new lighting upgrade, and only use them when 
off-road.

Thank you for supporting small business, and 
Made in the USA products.  We appreciate your 
support!  


