
5.	 Attach the light to the bracket using the hardware 
supplied with the light.  

6.	 Adjust the light to make it level.  Tighten the hardware 
to lock the light position in place.

7.	 Finally, wire the lights to the specifications of the 
light manufacturer.  You can also wire the lights to an 
Upfitter Switch if your truck is equipped with them.  
We recommend routing the wiring along the drivers 
side framerail to avoid the heat associated with the 
exhaust.

Installation Instructions:  TR-0059
2017+ Ford Super Duty
Back Up Light Mounts - Rigid SR-M/SR-Q

Kit Contents:
•	 (2) Reverse Light Moutning Brackets
•	 (1) Instructions

1.	 Begin with making sure the truck is in park, with 
e-brake on.

2.	 Locate the two torx bolts on the bottom of the 
bumper.  Using a T-45 Torx driver, remove the two 
bolts.

3.	 Install the KD Fabworks bracket to the bottom of the 
bumper using the bolts removed from step 2.  The 
logo should be readable from the back of the truck.  
Fully tighten at this time.

4.	 Feed the wiring for the light through the larger 
opening in the bracket.
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Photos shown below are of our old brackets.  They have since been redesigned to be offset to allow for use with Amp Research 
BedStep.  The portion of the bracket with the logo goes inboard, closest to the receiver hitch.


