
Installation Instructions:  
TR-0062: 2017-2022 Ford Super Duty
Horn Relocation/Protection Kit

Kit Contents:
•	 (1) Relocation Bracket
•	 (2) 6mm bolts
•	 (2) 6mm nut clips
•	 (1) Zip Tie

1.	 Raise the hood of the truck to gain access to the grille bolts and 
retaining pins.

2.	 Using a trim removal tool, remove the 14 push in retaining pins 
holding the plastic cover in place.  Pull the center of the pin up 
first to release it, then pull the full pin out. Remove the cover and 
set aside.

3.	 Remove the 10mm bolts and nuts from the grille to remove 
it from the truck.   2017-2019 trucks have 8 bolts, 2020-2022 
trucks have 10.   There are 6 bolts along the top, 2 nuts on the 
backside of the top corners (see photo 4), and two bolts on the 
bottom corners of the grille.  Depending on your trim package 
of the truck.  The lower 2 nuts may be covered by some chrome 
trim shown in photo 3.

4.	 Accessing the lower bolts on the 2020-2022 trucks with cover 
can be tricky.  Use at trim tool or the like to start popping the 
chrome out of its retaining clips.     Once its started, carefully 
work along the entire length of trim to remove to access the 
bolts
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This horn relocation kit will move the factory horns to a spot higher up 
the grille, and behind the bracket, protecting the wiring and plugs from 
potential thieves.  This is meant to be used as a theft deterrent.
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5.	 With the bolts removed, you can start to remove the grille by 
pulling straight out from the truck.  The bottom of the grille is 
held in by metal clips.  You can give a swift tug on the bottom 
of the grille to release them, or reach down with a flat screw 
driver and release the clips.   Do not immediately remove the 
grille if you have the forward facing camera as you will need to 
disconnect a couple items.

6.	 If equipped with the factory forward camera, disconnect the 
camera washer nozzle by spreading the black plastic retainer on 
the connection point to release, pullng the hose off the nozzle.

7.	 Release the camera connection by depressing the tab on the 
brown plug.   The tab can be located on the bottom side of the 
camera and can be difficult to see.   

8.	 Next, disconnect the plug from the horn.  Using a trim removal 
tool or needle nose pliers, release the wiring loom retainers from 
the center core support as shown in photo 8.

9.	 Reroute the wire loom BEHIND the center core support and 
position the camera plug as shown, retaining it to the core 
support with the factory clip.

10.	 Remove the 10mm bolt holding the factory horns to the center 
core support and set aside.

11.	 Using the KD Fabworks bracket as a guide, position the bracket 
under the top bar of the core support as shown.   The right side 
of the bracket should nearly be against the angled support on 
the right side.  Use the V notches in the KD Fabworks bracket 
to line the bracket up with the back edge of the core support.   
With the points of the V notches lined up with the edge of the 
core support, mark the hole positions in the core support with 
a sharpie.
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12.	 First, use a small drill bit to drill the center of each hole as a 
guide.  Then, drill out to 5/16”.

13.	 Slide the included 6mm U-nuts over the core support from the 
back side as shown.  The threaded portion of the U-nut will be on 
the top of the core support.  Use the supplied bolts to thread into 
the U-nuts to help line them up if needed.

14.	 Next, swap the factory horns over to the KD Fabworks bracket.  
Remove the 10mm nuts from the factory horns and discard the 
bracket.  Swap the position of the horns and mount the horn with 
the plug on the right side of the KD Fabworks using the factory 
hardware as shown in photo 14.  Rotate the horn so the plug is 
positioned to the top right as shown in the photo.  Do not fully 
tighten at this time.

15.	 With horns mounted, position the assembly up into the space 
between the radiator and core support and secure with the 
supplied 6mm bolts..

16.	 Position the horns to clear any wiring harnesses or hoses and 
tighten in place.

17.	 Using the supplied zip tie, secure the wiring harness to the center 
core support as shown using the hole previously used by the 
harness.

18.	 Reinstall the grille and top plastic cover in the reverse order from 
which they were removed.

19.	 Thank you for purchasing a KD Fabworks Product and 
supporting small business!

KD Fabworks, LLC
www.KDfabworks.com
888.535.1580

/KDfabworks /KDfabworks

PHOTO 9

PHOTO 10

PHOTO 11

PHOTO 12

PHOTO 13

PHOTO 14

PHOTO 15

PHOTO 16

PHOTO 17


