
Installation Instructions:  
TR-0066: 2020-2022 Ford Super Duty
OEM Foglight Replacement Brackets - Rigid SR

Kit Contents:
•	 (1) Driver Side Main Bracket
•	 (1) Driver Side Support Bracket
•	 (2) TR-H10 Plug and Play Adapterst

•	 (8) 6mm Stainless Bolts
•	 (8) 6mm Nyloc Nuts
•	 (16) Stainless Washers

1.	 Begin by parking the truck on level ground and set the 
emergency brake.  

2.	 Using a trim removal tool or similar, remove the plastic 
trim bezel around the factory fog light.  The top has 
clips, the bottom portion has plastic tabs that hold 
it in place.  Do this carefully to not break the plastic 
tabs.  Set these aside for later.

 
3.	 Using a 15mm wrench or socket, remove the 4 

bolts holding the inner fender support brackets in 
place.   There are two bolts on the inside corners of 
the bumper, and two bolts attaching it to the frame.   
Remove the bolts and bracket.  See photos 2 and 3.

4.	 Next remove the vertical bumper support that the 
previous piece was attached to.  This requires 
removal of a bolt on top and bottom, along with using 
a trim tool or the like to release the plastic push in 
pins from the bracket and rubber gap filler below the 
headlight.  See photos 4 and 5.
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These mounts will replace the OEM LED fog light on your 2020-2022 Super 
Duty with a Rigid Industries SR-Series 6” Light for better light output and 
coverage.
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5.	 With the support brackets on the backside of the 
bumper all removed, the next step is to loosen the 
front bumper bolts and let the bumper hang a bit.  
Complete removal of the bumper is NOT necessary, 
but looseing the bolts and letting it rest on the bolts 
will work.

6.	 Remove the covers over the front bumper bolts 
around the tow hooks.  These snap into place into the 
bumper, and into the plastic center bumper surround.  
Use a wide flat screwdriver to push into the trim and 
twist a bit to release the clips that hold the tow hook 
surround plastic to the center trim plastic.  There are 
two tabs, one on top and one on bottom.   See photos 
6 and 7.  Photo 7 shows the back side of how the clip 
attaches for reference.

7.	 With the covers now removed, loosen but do NOT 
remove the 8 bolts on the front face of the bumper 
holding it on to the frame.  The bolts thread into nut 
plates, so you will not need to access the back to 
loosen the bolts.  Use an 18mm socket to do so.  As 
you losen the bumper, the bumper will drop down 
as the bumper mounting holes are slotted.  With this 
done, you should now have full access to the back 
side of the bumper to remove the factory fog lights 
and finish the installation.

8.	 Remove the factory LED fog light by first unplugging 
the connector from the back of the light, and then the 
4 bolts using an 8mm socket.  See photos 8 and 9.

9.	 Using a T25 torx bit or driver, remove the 4 screws on 
the back side of the factory fog assembly, separating 
the fog light from the main bracket. See photo 10.

10.	Once the factory foglight is removed, it would be a 
good idea to wipe down the main bracket, removing 
any dirt and grime.
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11.	Using the supplied 6mm stainless steel bolts, washers, 
and nyloc nuts, attach the new KDF bracket to the 
main plastic OEM bracket.

12.	Using hardware included with the lights, install the 
Rigid Industries SR-Series light into the KDF bracket.  
Insert the stud from the light into the bracket end with 
the hole first, then slide the other end into the slotted 
opening to set the light in place.   Pass the light wiring 
through the back opening of the OEM bracket. Snug 
the hardware down, but don’t fully tighten at this time.

13.	 Install the assembly back into the vehicle bumper.  For 
instruction purposes and clarity, the bracket below is 
shown installed into a bumper that was removed from 
the vehicle.

14.	On the front side of the bumper, you can check the 
alignment of the light bar to be parallel with the top 
edge of the bumper fog light opening.  This is a good 
starting point for light adjustment.   If you need to 
make adjustments, you can do so with loosening the 
four 8mm bolts holding the factory bracket on, and 
trying to shift the bracket.  If you need additional 
adjustments, you can loosen the KDF bracket and 
make some minor adjustments as well.

PHOTO 11PHOTO 11

PHOTO 12PHOTO 12

PHOTO 13PHOTO 13

PHOTO 14PHOTO 14

PHOTO 15PHOTO 15



KD Fabworks, LLC
www.KDfabworks.com
888.535.1580

/KDfabworks /KDfabworks

15.	Using the KD Fabworks plug-and-play adapter, 
connect the Rigid Industries SR-Series light to 
the factory plug.   Re-attach the retaining clip on 
the factory harness to the backside of the bracket 
assembly. 

16.	Zip tie any loose wires out of the way.

17.	Before fully re-assembling the brackets on the back 
side of the bumper, we recommend aiming the 
lights first.  To do this, adjust the bumper back into 
position and secure it by tightening the 18mm bolts you 
loosened back in step 7.  

18.	With the truck pointed at a wall or garage door 
about 20-25 feet away, adjust the height of the Rigid 
Industries light to a suitable position.   Tighten the 
side bolts on the light to lock them into that position.

19.	With lights adjusted, snap the fog light bezel back in 
place.

Thank you for purchasing a 
KD Fabworks Product and 
supporting small business!

20.	Snap the tow hook plastic surround trim back into 
place.

21.	Re-install the vertical bumper supports on the back 
side of the bumper, along with the bumper end-to-
frame support brackets as removed earlier.

22.	 Installation is complete.  Enjoy your new lighting!
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