
Installation Instructions:  
TR-0070: 2023-2025 Ford Super Duty
10” Light Bar Bumper Mount

Kit Contents:
•	 (1) Light Bracket
•	 (4) 6mm Nut Clips
•	 (4) 6mm Bolts
•	 (2) Zip Ties

1.	 Begin by parking the truck on level ground and set the 
emergency brake.  

2.	 Remove the front license plate from the bumper by releasing 
the two lower tabs from the backside of the lower bumper 
valance, pulling it outward and up.   

3.	 Remove the two outer top retaining clips that hold the center 
plastic trim. NOT the center fastener. You can use a small 
flat screwdriver to pull the center pin out of the fastener to 
release it, then remove the whole fastener.

4.	 Slide the two 6mm nut clips onto the forward facing bolt 
hole tabs on the KD Fabworks bracket.  The flat part of the 
nut clips should be facing down, and the threaded section 
is facing up.

5.	 On the back of the bumper, remove the wiring harness 
retainiers that are pressed into the two holes on the lip of 
the bumper.   Place a nut clip over each hole as shown in 
the photo below.

6.	 Install the bracket from the back side of the bumper, lining 
the two holes in the bracket up with the nut clips installed 
in the previous step as shown, and the front two tabs with 
nut clips will sit on TOP of the bumper opening lip.  Start 
the 6mm bolts into the nuts on the front tabs but leave 
loose at this time. 

7.	 Install the two 6mm bolts on the backside of the bumper 
and tighten.

8.	 Tighten the front two bolts at this time.

9.	 Use the provided zip ties to secure the previously removed 
wire loom to the KD Fabworks bracket to secure it in place.

10.	 Install the light bar using the brackets and hardware that 
came with the bar.  You can choose which slot to use based 
on the depth of the bar and the mounting. Wire the light bar 
per the instructions included with the light.
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