
Installation Instructions:  TR-2017SPACER
2017+ Ford Super Duty
3/4" Bumper Spacer Kit

Kit Contents:
•	 (4) Large 3/4” Spacers
•	 (2) Small 3/4” Spacers
•	 (8) Bolt Retaining Washers

•	 (8) 12mm Bolts, Washers, Lock Washers
•	 (4) 10mm Bolts, Washers, Lock Washers

1.	 Before removing the bumper, make note of how the bumper sits 
on the vehicle, and the gap below the headlights so you can 
match the alignment when re-installing the bumper.

2.	 Release the two tabs per plastic cover that hide the bolts by 
the front tow hooks and remove.   See photos 1 and 2.  Tabs are 
located at the top of the cover.

3.	 If vehicle is equiped with factory fog lights, unplug the fog light 
       wiring harness from the vehicle harness towards the bottom of    	
       the drivers side frame near the radiator.
4.	 If vehicle is equiped with a block heater, unplug the bumper side 

harness from the vehicle side harness on the top of the frame on 
the passenger side just behind the bumper.
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5.	 In the wheel well, remove two bolts per side that hold the bumper 
support bracket to the frame.  See photo 3.

6.	 Remove the 4 bollts per side on the front face of the bumper; 2 on 
either side of the tow hook.   When removing the bolts, take one 
out at a time and then thread it back into the nut plate a couple 
threads to hold it in place while you unbolt the other.  This helps to 
prevent the nut plate from spinning on the backside of the bumper.

7.	 Once all bolts are removed, carefully pull the bumper off the front 
of the truck.

8.	 Insert a new 12mm bolt, washer, and lock washer through the 
bumper, then through the large 3/4” bumper spacer.   Firmly push 
a bolt retaining washer onto the bolt and push it up against the 
bumper spacer.   Insert another 12mm bolt with washer into the 
other bolt hole opening and secure it using a bolt retaining washer 
as well.  

9.	 Repeat step 8 for all 4 large bumper spacers.   This will hold the 
bumper spacers in place to make installing the bumper back on 
the vehicle easier.

10.	 With all 4 spacers secured to the back side of the bumper, place 
the bumper back on the vehicle, lining up the new bolts to the bolt 
holes on the frame.   

11.	 Using the factory nut plates, secure the bumper to the frame and 
snug up the bolts.

12.	 Place the small 3/4” spacers between the frame bracket, and the 
fender well bracket and secure using the supplied 10mm bolts, 
washers, and lock washers.  Do not fully tighten at this time.

13.	 Based on how the bumper was aligned on the truck from step 1, 
adjust the bumper on the frame and do a final tightening of all 
bolts.
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