Installation Instructions: TR-F150-01

2006-2014 Ford F150
I FABWCOFIICS Rigid Dually/Import Pod Adapter Brackets

Kit Contents:

e (2) Adapter Bracket e (8)S.S. 3/8” Flat Washers

e (4) 3/8” S.S. Button Head e (4) S.S. 3/8” Nyloc Nuts
Bolts

The TR-F150-01 Adapter Bracket kit for the 2006-2014 Ford F150
trucks allows you to install a set of Rigid Industries Dually or other
similar style import pod lights into the factory fog light openings.
Easy, no-drill installation and plug-and-play wiring (depending on
your light) make this kit a great way to upgrade the factory fog
lights on your F150.

oooooooooooooooooooooooooooooooooooooooooooooooooooooooooooooooooooooooooooooooooooooooooo

1. Unplug the factory lights from the back side of the OE fog light housing.

2. Release the side plastic tabs from the fog light housing using a flat blade screwdriver. It may be easier to slide a
skinny flat blade screwdriver down the side of the light from the front to release the tabs.

3. With the factory lights removed and out of the way, insert the
KD Fabworks bracket into the factory plastic fog light bucket
and secure to the sides using the supplied 3/8” stainless
steel button head bolts, washers, and nyloc nuts. Insert the
bolts from the inside, so the nyloc nuts will be on the outside
of the plastic housing. Snug the bolts at this time.

4. Push the KD Fabworks bracket as far back against the back
side of the OE plastic fog light bucket, and tighten the 3/8”
hardware to secure the bracket in place. The square opening
in the bracket will be at the bottom, with the slot on the top.

5. If the lights you are installing do not have plugs on the ends,
install the KD Fabworks pigtail plug at this time. If you are
installing a Rigid Dually or Import light that has a Deutsch
plug, skip ahead ot step 6.

6. Install your light onto the KD Fabworks bracket using the
hardware supplied with the light. Pass the wiring through the
square hole in the bracket.

7. Make any necessary adjustments to the light to center it in the
fog light opening, and secure it to the KD Fabworks bracket.

8. Plug the KD Fabworks adapter nharness into the back of the
Rigid or import light if equipped with the Deutsch connector, and plug it into the factory plug.

9. Repeat the process on the opposite side, and aim the light as necessary to complete installation.

oooooooooooooooooooooooooooooooooooooooooooooooooooooooooooooooooooooooooooooooooooooooooo
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