
Installation Instructions:  
TR-F150-04: 2018+ Ford F150
Dual Light Mounting Brackets

Kit Contents:
•	 (1) Main Bracket (Driver)
•	 (1) Main Bracket (Passenger)
•	 (1) Bezel (Driver)
•	 (1) Bezel (Passenger)
•	 (6) 6mm Stainless Steel Button Head Bolts
•	 (6) 6mm Stainless Steel Nyloc Nuts
•	 (12) 6mm Stainless Steel Washers
•	 (2) Plug and play wiring adapters

1.	 To remove the factory front bumper to make installation and 
setup of the light brackets easier, begin by parking the truck on 
level ground and set the emergency brake.  

2.	 Pop off the rectangle plastic caps on either side of the center 
bumper opening with your hand.  These caps cover the mounting 
bolts.

3.	 Remove the factory fog light wiring harness from the OE bumper 
by pulling out the retaining clips that hold it to the back side of 
the OE bumper, and unplug the harness from the back of the 
lights.

4.	 Remove the 6 bumper mounting bolts from the bumper.  There 
are 4 total on the front side of the bumper, and 2 on the back 
side.  Remove these using a 21mm socket.

5.	 Carefully remove the bumper off of the frame and set it face 
down on a soft towl or blanket to prevent scratches.

6.	 Start on either the drivers side, or passenger side light assembly 
by first removing the vertical support bracket on the inside of the 
bumper using a 13mm socket and set aside.  This piece will be 
reinstalled later.

7.	 Using an 8mm socket, remove the 4 bolts holding the OE fog light 
assembly to the bumper;  two on the top, two on the bottom.  See 
photos 2 & 3.

8.	 Pull the OE fog light housing out from the bumper.  See photo 4.
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9.	 Begin assembling the KD Fabworks bracket and shroud by using 
the 6mm Stainless steel hardware included.   The brackets and 
shrouds are labels “D” for Drivers side, and “P” for Passenger 
side.  Do not tighten these bolts at this time, just leave them 
snug so you can adjust the depth of the shroud.  See photos 5 
& 6.

10.	 With the bracket and shroud assembled and the bolts snug, 
place the assembly in the bumper and test the depth of the 
shroud.   Attach using factory hardware removed earlier.  If you 
need to move it in or out to fit against the bumper, do so now 
while the bolts are snug.  See photo 7.

11.	 With test fit complete, carefully remove assembly from bumper.
12.	 Tighten down the 6mm stainless hardware to “lock” the shroud 

in place.
13.	 Install the lights onto the shelf of the main bracket using the 

hardware that came with your lights.  Snug the bolts so that they 
stay in place, but will still allow you to move them.  See photo 8.

14.	 Place the assembly back in the bumper with the factory hardware.
15.	 Turn the bumper over and adjust the lights how you want to have 

them positioned.  The lights should be nearly flush with the front 
face of the bumper.     See photo 9.

16.	 With the lights positioned where you want them, you can then 
tighten them down.  It may be easier to pull the assembly back out 
of the bumper to do this.  It is important to get the lights where 
you want them for the most part, as making final adjustments 
when the bumper is on can be difficult.  The trick is to get the 
lights tight enough that you can move them to make small 
adjustments with some elbow grease. Because of the factory 
inner fender liner, access to the lights is limited once the 
bumper is installed.  Bolt the assembly back into the bumper 
and tighten.

17.	 Reinstall the vertical bumper support brackets that you removed 
in step 6.

18.	 Repeat steps 6 through 17 for the opposite side.
19.	 Reinstall the bumper back on the vehicle carefully, watching the 

ends of the bumper so they don’t scratch the paint on the fenders. 
Install the bumper in the opposite order from which you removed 
it earlier.

20.	 Wire the lights using the wiring harness supplied with the lights, 
or use the plug-and-play wiring adapters included with the kit to 
wire 1 set of lights.  You cannot run 4 lights total on the factory 
wiring as it will overload the circuit.

21.	 At night, using a wall with your truck approximately 20 feet away, 
make final small adjustments to your lights to aim them.
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