
Installation Instructions:  
TR-F150-07: 2018-2020 Ford F150
20" LED Light Bar Brackets

Kit Contents:
•	 (1)  Bracket (Left)
•	 (1)  Bracket (Right)
•	 Instructions

1.	 Put the vehicle in Park and set the emergency brake before installing the KD Fabworks brackets.

2.	 Remove the plastic caps on either side of the bumper opening.  These are held in place by several clips, so you 
will need to grab the plastic and pull straight out from the bumper.   If some of the metal clips remain in the bumper 
after removing the caps, use some piiers and pull them out, and secure them back onto the plastic cap

3.	 Next, remove the center plastic panel of the truck by pulling it straight out from the bumper.  This is also held in by 
several clips just like the plastic end caps.

4.	 Where you removed the plastic end caps, remove the top, innermost nut from the bumper bolt.  Place the 
corresponding KD Fabworks light bar bracket over the bolt, and secure it to the bumper bracket face with the 
previously removed factory nut. Leave loose at this time.

5.	 Install the LED light bar to the KD Fabworks bumper brackets using hardware supplied with your light bar.   In some 
cases, shorter mounting bolts may be required to work with the thinner KD Fabworks mounting bracket, depending 
on what brand of light bar you use and what bolts are supplied.

6.	 Once everything has been attached, tighten the bumper nuts, and the light bar mounting bolts.

7.	 Reinstall the factory center plastic by snapping it back into place.  You can either trim this piece as necessary, or 
you can get a center plastic piece from a 2018-2019 Ecoboost model. 

8.	 Reinstall plastic end caps. 

9.	 Wire your LED light according to the light manufacturers instructions.
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WARNING:  This bracket kit works best with 5.0L V8 model F-150’s.  The diesel and ecoboost models use the center opening for air flow to 
the intercooler, so keep in mind that airflow on these models will be restricted.   Some trimming of the plastic ductwork near the mounting 
points of the brackets will need to be done to allow for installation on models with an intercooler.   


