
Installation Instructions:  TR-FSPACER
2005-2016 Ford Super Duty
3/4" Bumper Spacer Kit
Kit Contents:
•	 (2) Large 3/4” Spacers
•	 (2) Small 3/4” Spacers

•	 (4) 12mm Bolts, Washers, Lock Washers
•	 (4) 10mm Bolts, Washers, Lock Washers

1.	 Before starting the installation, make note of the front bumper 
spacing relative to the bottom of the headlights, and the left-to-
right alignment so you can match it when finalizing the spacer 
installation.

2.	 In each fender opening, remove the two bolts  that attach the 
bumper support brackets to the frame using a 13mm wrench or 
socket.  See photos 1 and 2 for bolt location.

3.	 On the front of the vehicle, loosen all 4 front bumper mounting 
bolts with an 18mm socket.  There are 2 bolts near each tow 
hook.  See photo 3.

4.	 Remove the two bolts on one side of the bumper.   Leave the 
other side loose.

5.	 Pull the bumper away from the frame enough to slip a large 
spacer between the bumper bracket and the end of each frame 
mount. 

6.	 Use the supplied 12mm bolts with washers and lock washers 
through the bumper and spacer and into the factory nut plates.   
Leave loose.

7.	 Repeat the steps on the other side of the vehicle to get the 
spacer installed, using the supplied hardware.

8.	 Adjust the bumper back to its original position and tighten down 
the bolts.  It might be easier to just snug one bolt per side so 
it holds the bumper in place as you adjust it.   Once in place, 
tighten the bolts fully.

9.	 In the fender wells, place a small spacer between the bumper 
support bracket and the frame, securing it with the supplied 
10mm bolts, washers, and lock washers.   Repeat on the other 
side.

10.	Tighten the fender well mounting bolts.
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